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 Saki Road Access Site Investigation  

 An independent preliminary geotechnical site investigation of the proposed Saki to Tolukuma 
Mine access road has been completed along local bush tracks and old horse tracks along ridges. 

 The proposed Saki access road alignment is 5km in length starting from Hoyu Creek at Saki to 
New Gutiva village which connects to mine roads within mining lease ML104 currently held by 
the Mineral Resources Authority (MRA). 

 

Frontier Resources Limited (Frontier or the Company) is pleased to announce the completion of a preliminary 

geotechnical site investigation of the proposed road access between the Saki Gold Prospect and Tolukuma 

Gold Mine. The field investigation was initiated by Frontier and conducted by Frontier’s consultant geologist 

and  field  technical  engineer  to  assess  the  surface  conditions  and  slope  stability  of  the  ridges  along  the 

proposed road and to evaluate the road feasibility. 

The Saki exploration camp is situated on a narrow ridge 1715m above sea level (Figure 1) 2.5km east of the 

Tolukuma gold mine, within ML104 held by the MRA, who are currently seeking new owners to re‐establish 

mining operations (Figure 2). The proposed Saki access road alignment is 5km in length starting from Hoyu 

Creek to New Gutiva village (Figure 3). 

 
Figure 1: Saki Exploration Camp on Top of a Narrow Ridge 
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The field reconnaissance survey along the proposed road follows local bush tracks and old horse tracks along 

ridges  (Figure  2).  It was  designed  to  assess  geological  and  geotechnical  characteristics  and  identify  any 

potential geohazards and slope stability issues. 

 

 
Figure 2: Surveyed Proposed Road Access from Saki to the Tolukuma Mine 
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The  new  proposed  road  sites  (Figure  3  and  Table  1) will  need  to  be  surveyed  by  professional  certified 

surveyors once the project advances to the definite feasibility stage and/or near mine construction stage. It 

is confined to the ridge crests to avoid potential landslip issues along the slopes of the ridges due to their 

steep angles (40‐60°). The main geohazard posed by the narrow steep ridges is major landslips when the 

forest cover is cleared by an excavator. As such, the top‐soil and pyroclastic rocks overburden will need to 

be excavated down to bedrock level where the ground foundation is more competent and stable. 

 

The daily high rainfall and silty clay to clayey soil (medium to high plasticity) within the project area requires 

the design of an adequate drainage system to remove excess water and surface run‐off from the road surface 

to avoid deterioration of the road surface. 

 

 
Figure 3: Field Reconnaissance Road Route Survey Points (pink dots) on Satellite Image 

 

Prior to clearing of the proposed road alignment sites, detailed geotechnical investigation studies will need 

to involve geotechnical drilling and laboratory testing of the drill core samples. The geotechnical bore holes 

spacing will generally be 300‐500m apart along the proposed road alignment. The field tests will be mainly 

SPT (Standard Penetration Test) and CPT (Cone Penetrometer Test) to test the consistency and density of 

the soils. The laboratory geotechnical tests (point load, UCS, shear, triaxial etc) will be conducted on the drill 

core to determine the rockmass properties and rock strength of the site foundation. 

 

Most of the ridges are quite narrow (3‐5m wide) with a few flat areas (6‐10m wide) on top of the ridges 

(Figure 4). Near New Gutiva Village, the organic top‐soil is more clayey with black humus soil (Figure 5). 
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Figure 4: Flat Area along Fala Ridge (PSR14) 

 

 
Figure 5: Black Humus Soil along the Old Horse Track to New Gutiva Village (PSR35) 
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Table 1: Description of Surveyed Road Checkpoints 

Site ID   Easting  Northing  RL 

(m) 

Geotechnical Site Description 

PSR1  518472  9053865  1489  Start of road survey. Toe of main Elalan ridge near the Hoyu River. Area 

comprised of brown soil, clay, gravels and pebble sized clasts. 

PSR2  518425  9053739  1558  Small  flat  area  with  village  on  top  of  pyroclastic  cover.  Moderate 

gravel>pebble sized clasts + scarce cobble/boulder within the soil. 

PSR3  518404  9053616  1624  Minor saddle with moderate gentle slope. Secondary growth ferns and 

grass + minor small trees. 

PSR4  518380  9053567  1633  Small village with 5 huts. Top black silty soil with  low‐mod moisture 

and low plasticity. 

PSR5  518215  9053400  1700  Saki  camp  helipad  site.  Pyroclastic  over  soil  with  lapilli  sized  clasts 

within silty clay formation. Brown‐orange silty clay. 

PSR6  518168  9053369  1719  Saki  exploration  camp  site.  Camp  situated  on  stable,  moderate 

competent rock with R2‐R3 rock strength.  

PSR7  518109  9053341  1736  Up hill slope with secondary ferns, grass and minor small trees. Dark 

brown top soil with organic roots 10‐15cm depth then brown soil. 

PSR8  518069  9053295  1755  Disturbed cleared area with secondary grass and vines. Brown silty soil 

with low‐moderate moisture and low plasticity. Small gardens. 

PSR9  518022  9053248  1788  Disturbed  cleared  area  with  secondary  grass  and  tree  ferns.  Light 

brown silty clay soil. Mod moisture + high plasticity. 

PSR10  517992  9053236  1790  Cleared  area  with  secondary  growth  of  ferns/grass  +  few  medium 

trees. ~6m narrow ridge with 30‐40° slopes on both sides of the ridge. 

PSR11  517937  9053178  1864  Cleared main bush track area under medium‐large tree canopies. Dark 

brown humic soil with roots/organics. Low moisture and plasticity.  

PSR12  517906  9053153  1912  Cleared main bush track area under medium‐large tree canopies. ~8‐

10m narrow ridge scarp with ‐15‐20° gullies on both sides of the ridge. 

PSR13  517834  9053125  1923  Cleared main bush track area under medium trees. ~5‐6m wide top of 

ridge with moderate steep slopes (35‐40°) on both sides of the ridge. 

PSR14  517833  9053086  1933  Along Fala mountain range. Main bush track under medium trees. 6m 

narrow ridge with moderate steep slopes (35‐45°). Humic soil. 

PSR15  517822  9053041  1939  Main bush track along ridge line. Thick forest floor vegetation 20‐50cm 

thick. ~5‐6m narrow ridge with 30‐35° slopes on both sides of the ridge.  

PSR16  517825  9053005  1942  Main bush track along ridge line and below small‐medium trees. Thick 

forest floor cover 50cm thick. ~4‐5m narrow ridge with 30‐40° slopes. 

PSR17  517788  9052903  1985  Main bush track along ridge line and below small‐medium trees. Thick 

forest floor cover. ~4m narrow ridge with steep 40‐50° slopes. 

PSR18  517693  9052784  1958  Narrow 3m wide top of ridge with small‐medium trees and few large 

trees. ‐32° slope angle on LHS and ‐37° slope on RHS of the ridge. 

PSR19  517652  9052655  1967  Narrow 4m wide top of ridge with small‐medium trees and ~1m thick 

with tree roots and organic matter. ‐30° slope angle on both sides. 

PSR20  517621  9052594  1983  Top of ridge crest with area ~4‐5m wide. Abundant small trees no soil 

exposed due to forest floor cover ~0.5‐1m thick. 

PSR21  517541  9052476  1985  Relatively flat area on top of ridge line; 10m wide area. Abundant small 

trees. Soil is very moist with moderate plasticity. 
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PSR22  517505  9052333  2009  3m wide top of ridge which gently slopes down to flat area below with 

slope angle ‐17°. Humus soil/organics (~1m thick). Abudant small trees. 

PSR23  517446  9052246  2033  Top  summit  of  Fala  Ridge  with  the  main  historical  horse  track  to 

Ononge used by the local villagers. Cleared area with abundant small 

trees on the sides of the ridge + few medium‐large trees. 

PSR24  517554  9052169  1997  2m wide narrow area along ridge line. Forest floor cover with black to 

dark brown humic soil moderately moist with mod plasticity.  

PSR25  517559  9052030  1934  End of ridge  line with a sudden drop;  ‐45‐50° slope angle on RHS of 

ridge.  Forest floor cover with very dark brown humic soil with organics. 

PSR26  517652  9052079  1975  ~4‐5m  wide  area  along  narrow  ridge.  Abundant  small  trees  and 

pandanus. Soil is very moist with mod plasticity. ‐30‐35° slope angles. 

PSR27  517883  9051720  2008  6m  below  ridge  top  along  main  historical  horse  track  to  Ononge. 

Abundant small trees and bamboos. ‐40° slope angle on LHS. 

PSR28  518273  9051579  2108  Minor flat area on top of ridge crest. Area ~5m wide along main old 

horse track to Ononge. Soil is very moist with very low plasticity. 

PSR29  518382  9051426  2097  Bush track junction between Saki and track to Fatima station. Ridge line 

with 3‐4m wide area. Mod steep slopes (‐30‐40°) on both sides of the 

ridge.  Brown  silty  soil  with  roots.  Soil  has  low  moisture  and  mod 

plasticity.  Abundant  medium‐large  pandanus  trees  and  few  small‐

medium trees. 

PSR30  518098  9050459  2157  2‐2.5m wide area along ridge line. Abundant small trees. Forest floor 

cover with very dark brown‐black humic soil; Soil is very moist. 

PSR31  517795  9050147  2210  Top of ridge crest with and moderate steep slopes on both sides of the 

ridge; Brown silty soil with low moisture and low‐mod plasticity. 

PSR32  517592  9050004  2210  Along  old  horse  track  below  ridge.  Abundant  small  trees  and  some 

medium trees. Brown silty soil with minor gravel sized clasts. 

PSR33  517385  9050183  2200  Along old horse track below ridge. Grassland which might be a possible 

old landslip area. Top of ridge is ~30m uphill. Mod steep slope angle. 

PSR34  517236  9050123  2199  Along track near a small south‐north flowing creek possibly following a 

N‐S structure. Rock strength of R3. Moderate competent rock outcrop. 

PSR35  516656  9050659  2196  Track along the ridge to New Gutiva village. Forest floor cover with dark 

brown saprolite/humic soil; Mod steep slope angles. 

PSR36  516559  9050881  2071  Along track to New Gutiva village. ~4m wide narrow ridge with mod 

steep slope angles; ‐42° on the LHS and ‐43° on the RHS. 

PSR37  516392  9051226  2012  ~4m wide narrow ridge with mod slope angles (‐30‐35°). Light brown 

clayey soil with moderate moisture and high plasticity. 

PSR38  516291  9051699  1931  Marsh land along the track with grass/ferns and small‐medium trees + 

few large trees. Moderate slope angles. Black, muddy humic soil. 

PSR39  516164  9052004  1871  Along track to New Gutiva village. ~3m wide narrow ridge with mod 

steep slope angles (‐35‐40°) on both sides of the ridge. 

PSR40  516083  9052208  1806  End  of  proposed  road  survey  at  New  Gutiva  village.  Weathered 

pyroclastics. Mod altered to clay with R1 rock strength. 
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Additional Information: 

 

 The Warden’s Hearing at the Saki village has been postponed by the Mineral Resources Authority 

due to a Coronavirus lockdown of their offices. The Hearing will be re‐scheduled for April. 

 Frontier geologists have returned to the Tolukuma minesite to gather relevant technical data on the 

computer server and review road access. 

 

 

This  announcement  has  been  authorised  for  release  by  the  Directors  of  the  Company.  For  additional 
information please visit our website at www.frontierresources.net.au 

FRONTIER RESOURCES LTD 

Competent Person Statement: 
The  information  in this  report  that  relates to Exploration Results and Mineral Resources  is based on  information compiled by or compiled under the 
supervision of Peter Swiridiuk ‐ Member of the Aust. Inst. of Geoscientists.  Peter Swiridiuk is a Technical Consultant and Non‐Executive Director for Frontier 
Resources.  Peter Swiridiuk has sufficient experience which is relevant to the type of mineralisation and type of deposit under consideration to qualify as 
Competent Person as defined in the 2012 Edition of the Australasian Code of Reporting Exploration Results, Mineral Resources and Ore Resources.  Peter 
Swiridiuk consents to the inclusion in the report of the matters based on the information in the form and context in which it appears. Additionally, Mr 
Swiridiuk confirms that the entity is not aware of any new information or data that materially affects the information contained in the ASX releases referred 
to in this report. 
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